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The operator must read and understand these 

instructions before operating the machine!  
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1. General information  

1.1. Introduction  

The purpose of this manual is to ensure that the device is used in the manner intended by the 
manufacturer, taking safety into consideration. Everyone operating the device or working in close 
proximity to it must study this manual carefully. 
 
!ŘŘƛǘƛƻƴŀƭ ƛƴŦƻǊƳŀǘƛƻƴ ƻƴ aŀŀǎŜƭŅƴ YƻƴŜ hȅΩǎ ǇǊƻŘǳŎǘǎ ƛǎ ŀǾŀƛƭŀōƭŜ ƻƴ ƻǳǊ ǿŜōǎƛǘŜ ŀǘ 
www.hakkipilke.fi.  
Keep this manual in the immediate vicinity of the device. 

1.2. Purpose of use and basic information  

 
The Hakki Lift Falcon log lifter is intended for lifting logs into the Hakki Pilke Falcon firewood processor. 
The maximum log diameter is 35 cm and the maximum length is 4 m. A log to be  
lifted may not weigh more than 400 kg. These values must not be exceeded.  
 
The serial number, manufacturing year and weight are listed in the grey type plate (see figure below) on 
the body of the device.  
 

 
 

1.3. Safety instructions  

¶ This device is intended to be operated by only one operator. The danger zone is 10 m from the 
machine. 

¶ Persons under 18 may not operate the device. 

¶ The operator must ensure that use of the device does not cause danger to others and that there 
are no unauthorised persons in the danger zone. 

¶ The device may not be operated while under the influence of alcohol or drugs, or when tired. 

¶ The device may not be operated unless the operator has familiarised themselves with this 
instruction manual. 

http://www.hakkipilke.fi/
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¶ The device has been designed solely for the purpose of lifting timber. 

¶ The device must be set up for transport whenever it is moved.  

¶ The operator may not modify the structure or functionalities of the device. 

¶ The operator must wear sufficiently tight-fitting work clothing, protective goggles and safety 
footwear. 

¶ Logs must always be lifted in such a way that they stay on the lifter and do not roll or get thrown 
off the lifting beams due to imbalance. 

¶ Only use the device to lift one log at a time, and position the logs so that the base end is facing 
the firewood processor. 

¶ Do not use the device to lift a log if the log or part thereof only rests on the other lifting beam. 

¶ The device may only be used to lift logs without branches.  

¶ Other people or animals or anything that may be damaged during operation must be kept away 
from the vicinity of the machine.  

¶ The device must be on a level surface during operation. The lifting beams of the device must 
always be lowered when positioning a log on the device. When lowering the lifting beams, wood 
or other material must not be caught under them. Roll logs onto the lifting beams carefully so as 
to ensure that no danger or injuries are caused to the operator. The operator of the device must 
beware of logs on the possible log pile rolling off the pile and causing injuries. 
 
 
 

2 Delivery inspection  

 
Check that the machine has not sustained any damage during transport, and ensure that all necessary 
parts are included in the package. In the event of any defects or damage, contact the retailer 
immediately. 
 
 
 
 

3 Lifting the device  
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Only lift the device by the 
indicated lifting points with a fork 
lift, for example. 
 

 
Figure 1. Label indicating the lifting point 

 

 

4 Installing the hoist onto the firewood processor  

 
 

 
1. !ǘǘŀŎƘ ǘƘŜ ƭƛŦǘŜǊΩǎ 

fastening plate A to 
the processor with 
five bolts, and, if 
necessary, attach 
fastening pin B to 
the plate, as shown 
in Figure 2.  

 
 
 
 
 
 
 
Note! The log lifter is in the 
transport position in Figure 2a 
to the right.  
 
 
Place the lifter in the 
operating position by 
removing locking pin C, 
pushing lifting beam D to area 
B and inserting locking pin C in 

 
Figure 2. Attaching the lifter to the firewood processor. 
 



6 
 

Hakki Lift Falcon Translation Version 1-2018 
 

the left-hand slot. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
2. Connect the lifter 

hoses to quick 
couplings A and B, 
as shown in Figure 
3.  
In other words, 
connect the hose 
marked with a red 
cable tie to quick 
coupling A. 
 

 
 
 
 
 
 
 
 
  
 
 

 
3. Lower the lifter to 

the bottom 
position by pushing 
the control lever in 
Figure 4.  

 
Figure 2a. 

 
 
 
 
 

 
Figure 3. Connecting the hydraulic hose to the machine.  
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4. Attach the 
transport position 
holder to the 
firewood processor 
with two bolts as 
shown in Figure 5. 
Note! The smaller 
bolt goes in the left 
hole and the larger 
one goes in the 
right hole. 

 
Figure 4. Log lifter control lever 

 

 
Figure 5. Transport position holder. 

 
  

5 Using the log lifter  
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1. Roll a log onto the lifter 
and raise the device to 
the upper position by 
pulling the lever 
shown in Figure 4.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 

2. When the lifter reaches 
the upper position, roll 
the log onto the 
firewood prƻŎŜǎǎƻǊΩǎ 
input conveyor and 
move the log forward 
ǿƛǘƘ ǘƘŜ ǇǊƻŎŜǎǎƻǊΩǎ 
controls.  
Note! Lower the lifter if 
necessary so that the 
input conveyor belt 
grips the log properly. 
 
 

 
Figure 6. 

 

 
Figure 7. 

 
 
 
 
 
ALWAYS ENSURE THAT THE LOG BEING LIFTED DOES NOT STRIKE YOU OR THE MACHINE CAUSING 
INJURIES OR DAMAGE! 
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6 Placing the log lifter in the transport position  

 
 
 
 
 

1. Raise the firewood 
ǇǊƻŎŜǎǎƻǊΩǎ ƛƴǇǳǘ 
conveyor to the 
transport position. 
 
 

2. wŜƭŜŀǎŜ ǘƘŜ ƭƛŦǘŜǊΩǎ 
position lock by 
removing hitch pin 
B and locking pin A 
shown in Figure 8.  

 
 
 
 
 
 
 

3. Place the lifter in 

 
Figure 8. 

 



10 
 

Hakki Lift Falcon Translation Version 1-2018 
 

the transport 
position by pushing 
the control lever in 
Figure 4. 

 
 

4. Insert locking pin A 
shown in Figure 8 
into hole C, and 
lock in place with 
pin B as shown in 
Figure 9.  
 
Note! Place the 
cylinder of the 
hoist in the 
shortest position 
possible! 
 
 
 
 
 
 
 
 

 
5. Remove the hitch 

pin and locking pin 
of the holder 
shown in Figure 5.  

 
 
 

6. Raise the lifter to 
the transport 
position as shown 
in Figure 10. 

 
 
 
 
 
 
 
 
 

 
Figure 9. 

 
 
 
 
 

 
Figure 10. 




















