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1. General information  

1.1. Introduction  

The purpose of this manual is to ensure that the machine is used in the manner intended by the 
manufacturer with consideration to safety. Every person operating the machine or working in close 
proximity to it must carefully study this manual. 
 
Operators of the machine are expected to have basic skills in tractor handling, such as utilising the cardan 
shaft drive and the tractor's lifting equipment. Before commencing work, operators must also familiarise 
themselves with the machine's control and safety equipment, and ensure their operation. 
Additional information on Maaselän Kone Oy's products is available on our website at 
www.maaselankone.fi. 
Store the manual in the immediate vicinity of the machine.  

1.2. The machine's purpose of use  
The Hakki Pilke 37 log splitter  is designed for preparing firewood from pruned wood or logs. The log 
splitter must not be used to process any treated wood, such as is found in construction waste. 
 
The maximum diameter for wood to be split is 37 cm. This limit may not be exceeded. When estimating 
the diameter of the log you are about to cut, note that the shape of the log and other factors, such as 
branches or burrs, make the actual diameter larger, and may prevent wood from being fed into the 
machine. The splitting groove is designed for logs up to 60 cm in length. Never cut or split logs that 
exceed the maximum length.  

1.3. Machine model and basic information  

Model Normal Tr. Normal Combi Easy Tr. Easy Combi 
 

Drive Tractor's cardan shaft Tractor's cardan 
shaft/electricity 

Tractor's cardan 
shaft 

Tractor's cardan 
shaft/electricity 

Weight 750 kg 810 kg 830 kg 890 kg 

TR/Electrical 
drive 

min 20 hp/480 rpm 
 

20 hp/7.5 kW 
(min 20 A fuse) 

min 25 hp/480 rpm 25 hp/10 kW 
(min 25 A fuse) 

Height/width/le
ngth in the 
transport 
position 

2630/1150/2480 
(mm) 

2630/1150/2480 
(mm) 

2,630/1,280/2,480 
(mm) 

2,630/1,280/2,480 
(mm) 

Input/output 
conveyor 

2200/4,000 (mm) 2200/4,000 (mm) 2200/4,000 (mm) 2200/4000  
(mm) 

Blade flange 
Blade chain 

 мсέ ƎǊƻƻǾŜ мΦр ƳƳ 
 сс ƭƻƻǇǎΣ ǇƛǘŎƘ лΦонрέ 

мсέ ƎǊƻƻǾŜ мΦр ƳƳ 
 66 loopsκ лΦонрέ 

мсέ ƎǊƻƻǾŜ мΦр ƳƳ 
 сс ƭƻƻǇǎκ лΦонрέ 

мсέ ƎǊƻƻǾŜ мΦр ƳƳ 
 сс ƭƻƻǇǎκ лΦонрέ 

Max wood 
diameter 

37 cm 37 cm 37 cm 37 cm 

Max wood 
length 

max 60 cm; min 20 cm 60 cm/20 cm 60 cm/20 cm 60 cm/20 cm 

 

http://www.maaselankone.fi/


5 
 

Hakki Pilke Expert 37 / Easy 37 Translation Version 6 
 
 

The machine's serial number, manufacturing date, weight, operating voltage (electrically-operated 
machine) and model are indicated on the type plate located on the left-hand side of the machine from 
the operator's perspective.  

1.4. Operating conditions  

¶ The temperature range within which the machine can be operated is -20 ς +30 °C. In the winter, 
the operator must ensure that there is no risk of slipping in the working area. 

¶ The working area must be even and clear of unnecessary items. No extra or unauthorised persons 
are allowed in the working area. The working area must also be sufficiently illuminated. 

¶ The machine must not be used indoors. 

1.5. Safety instructions  

¶ This machine is intended to be used by one operator. The danger zone around the machine is 10 
m. 

¶ Persons under 18 years of age may not operate the machine. 

¶ The operator must ensure that using the machine does not cause danger to others and that no 
extra or unauthorised persons are within the danger zone. 

¶ Do not operate the splitter while under the influence of alcohol or drugs, or if you are tired. 

¶ Do not use the machine if you have not familiarised yourself with this instruction manual. 

¶ The machine has been designed solely for making firewood. 

¶ The splitter must be arranged for transport whenever it is moved. When transporting the machine 
on a public road, it must be equipped with additional lights. 

¶ The operator is not permitted to modify the structure or operation of the machine, or to remove 
protective equipment. 

¶ Operators must wear ear protection, sufficiently tight-fitting work clothing, work gloves, 
protective goggles and safety footwear. 

¶ Before starting up the splitter, the operator must ensure that the machine itself and its shields are 
intact. 

¶ When powering the machine with a tractor, the operator must ensure that the cardan shaft is 
undamaged and that the rpm range is correct. The machine must be attached to the tractor's 
lifting equipment during operation. 

¶ Before starting up the splitter, the operator must ensure that all the control and safety devices are 
functional. Test safety cages and that opening is less than 30mm. (See Fig. 1) If opening is more 
contact dealer! 

¶ When cleaning or maintaining the machine, it must be disconnected from its power source. 
 

 
Figure 1 
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1.6. Noise and vibration  

 
A-weighted sound pressure level at the working location is 87.0 dB (A), and the sound power level 
is 98.0 dB (A).  The vibration values do not exceed 2.5 m/s2. 

1.7. Warning symbols  

 
 

 
DANGER ZONE 

 
BEWARE OF THE CHAIN 

 
ONLY ONE PERSON AT A TIME 

IN THE WORK AREA 

 
SHUT DOWN BEFORE 

MAINTENANCE 

 
BEWARE OF MOVING PARTS 

 
RISK OF ENTANGLEMENT 

WITH THE CARDAN SHAFT 

TR/combi models only 

 
RISK OF CRUSHING 

 
DO NOT GO UNDER THE 

CONVEYOR 

MAX CONVEYOR TILT ANGLE 

 
BEWARE OF THE SPLITTING 

BLADE 
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READ THE MANUAL BEFORE 

USE 

 
USE PROTECTIVE EQUIPMENT 

 
USE PROTECTIVE EQUIPMENT 

 
ALWAYS GRAB A LOG BY THE 

SIDES 

 
MAX RPM 

 
 

 
SCALE 

 

 
HYDRAULIC OIL 

 
LEFT ROTATION 

 
CHAIN OIL 

 

LIFTING POINT FOR FORKLIFT 

 
LIFTING POINT FOR HOOK 

 
EMERGENCY STOP 
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2.0   Reception and assembly  

2.1 Reception inspection  

 
Dispose of the packaging in an environmentally friendly manner, and check that the machine has not 
been damaged during transit. Use the following list to ensure that you have received all parts included in 
the delivery. If you encounter defects or damage, contact the retailer immediately.  
 
The splitter should include the following machine-specific components: 

 

Component name and number 37 
Tr. 

37 
Combi 

37  
Tr. Easy 

37  
Combi Easy 

These parts are 
also included if 
the machine has 
a pivoting 
conveyor 

1. Lifting pins X X X X  

2. Input conveyor support X X X X  

3. Sawdust guide X X X X  

4. Valve guard plate   X X  

5. Pedal guard   X X  

6. Cardan shaft guard X  X   

7. Adjustment lever for the 
splitting blade 

X X    

8. Winch crank X X X X  

9. Conveyor belt guard X X X X  

10. Cable ties   X X  

11. Winch support and winch     X 

12. Conveyor turning lever     X 

 
 Figure 2a 

1 
 

2 

3 4 5 
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 Figure 2b 

2.2 Lifting and moving the machine  

 
When moving the 
machine, make sure that 
the moving and lifting 
capacity of your tractor or 
forklift is sufficient for the 
ƳŀŎƘƛƴŜΩǎ ǿŜƛƎƘǘΦ hƴƭȅ 
lift the splitter by the 
indicated lifting points or 
with the lifting equipment 
of a tractor.  
 

 
Figure 3. Lifting points for a forklift. 

                                            
                                                  Figure 4. Lifting points for a chain or strap. 

6 7 8 

9 10 11 12 
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When connecting the machine to a tractor's lifting equipment, the tractor cabin must be free of people in 
order to prevent any accidental contact with the controls.  Check all connecting devices of the tractor and 
log splitter before connecting them.  Never use faulty equipment. The pins that are used to connect the 
pushbars and drawbars to the log splitter must be of the correct size, and the appropriate locking pins 
must be used to ensure that they remain secure. 
 
The splitter must be placed in the transport position if it is to be moved more than 5 metres. Exercise 
extreme caution when moving the machine in the operating position. Lower the machine to the ground 
when you stop. 
Note! Incorrect lifting may cause a hazardous situation or damage the machine. 
 
 
 
 
 
 
 
 
 

2.3 Main components of the machine  

The main components of the Hakki Pilke 37 log splitter are presented in Figure 5.  
 
 

A. Input conveyor  
B. Control unit 
C. Cutting and 

splitting unit 
D. Output 

conveyor 

Figure 5. Main components of the machine. 
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2.4 Preparing the machine for operation  

 
Install the components supplied with the machine as follows: 

 

 

 
           Figure 6. 

 

 

 

Figure 7. 

 

              Figure 8. 

 

 

 

 

 

Note! Each lug has pins for drawbars with small and 
large eyelets. 

Install the pins that will connect the splitter to the 
tractor in the outermost position. 

Attach the lugs (2 pcs), which have 
pins for the tractor drawbars (no. 1 
in Figure 1), to the frame of the 
machine with three bolts. Tighten 
the bolts with a spanner. 

 

Attach the blade chain's sawdust 
guide (no. 3 in Figure 1) to the 
machine frame with two bolts. 
 

 
 

Use four bolts to fasten the cardan 
shaft guard (no. 6 in Figure 2) to the 
frame on the front side of the angle 
transmission. Tighten the bolts with 
a spanner. Note! Does not apply to 
Combi models. 
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Figure 9. 

 
 

Figure 10. 

                
Figure 11.                                                                             Figure 12. 
 

 

 

 

 

 

 

 

Install the crank for the conveyor winch (no. 8 in Figure 
2) by screwing it into place, and lock it with a nut.  
Note! Do not fully tighten the nut. Leave a 3 mm 
clearance between the crank and the nut!  

Release a sufficient length of the winch strap by rotating 
the crank clockwise, and attach the winch hook to the 
conveyor. Ensure that the hook locks into place! 

Attach the height adjustment lever for the splitting 
blade (no. 7 in Figure 2) as shown in the figure.  Install 
the spring that holds the lever in its slot on the outside 
of the lever, under the head of the bolt. 
Place the spring that enables the blade's movement 
under the nut.  Tighten the nut so that it applies slight 
pressure on the spring.  Ensure that the spring has 
enough play. Note! Does not apply to Easy models. 

 

Install the guard for the 

output conveyor V-belt 

(no. 5 in Figure 1) with 

three bolts as shown in 

the Figure. Does not 

apply to pivoting 

conveyors! 

Attach the input conveyor's 
support (no. 2 Figure 1) to 
the input conveyor with a 
bolt.  
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Additional parts to be installed in Easy models: 
 

 
                         Figure 13. 
 

 

 

 

 

 

 

              
Figure 14.                                                                             Figure 15. 
 

Install the pedal guard (no. 5 in 

Figure 1) with four bolts as shown 

in the figure. 

 

Lift the control panel into 
place, and fasten it with 
four bolts. 

Attach the valve guard to 
the control panel with two 
bolts as shown in the figure. 
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Parts to be installed in machines with a pivoting output conveyor: 

 

 
Figure 16. 
 

                           
Figure 17.                                                                             Figure 18. 

Attach the conveyor turning lever 
(no. 12 Figure 2) with the 
accompanying spring as shown in 
the figure.  

Install the winch 
support, place the 
winch (no. 11 in Figure 
2) in its slot and tighten 
the bolts (2 pcs).  
 
Release a sufficient 
length of the winch 
strap by rotating the 
crank clockwise, and 
attach the winch hook 
to the conveyor. 
Ensure that the hook 
locks into place! 
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3.0 Control func tions and preparation  

3.1 Arranging the machine for operation and transport  

Before arranging the machine for transport, ensure that the operating conditions detailed in Section 1.4 
are met and consider the safety instructions in Section 1.5.  
 
Note! Inspect and clean the machine according to Sections 2.1 and 9.0 before arranging it for transport. 

3.2  Placing the input conveyor in the operating or transport 
position  

 
 

                                  
 

 

                                  
 

TO PLACE THE CONVEYOR IN THE TRANSPORT POSITION, REVERSE THE ORDER OF THE 
MEASURES COMPLETED TO PALCE THE MACHINE IN THE OPERATING POSITION! 

REMEMBER THAT THE LOCKING HANDLE LOCKS THE SUPPORT IN PLACE! 

1. Remove the split pin 
from the locking handle. 

2. Remove the  
locking handle 
from the 
support. 

3. Lower the conveyor to a 
horizontal position, and 
insert the conveyor support 
in the slots in the lower 
section of the machine's 
frame. 

Locking handle 

Retain the split pin of the locking handle and the locking handle of the support. 
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3.3 Placing the out put conveyor in the operating position  

 

    
 

 

                           

1. Use the winch to loosen the 
strap. 

2. Push the conveyor towards the splitter, and 
release the conveyor lock by lifting the locking 
handle. 

3. Pull the conveyor until the winch strap 
tightens. 

4. Use the winch to lower the 
conveyor. 
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NOTE! 
DO NOT PASS UNDER THE CONVEYOR! 

6. Extend the conveyor to its full length. 

7. Use the winch to adjust the conveyor to the 
desired inclination, and lock the extension 
with the lock at the bottom of the conveyor 
and with a ring pin. 

CHECK THE CONDITION OF THE CONVEYOR WINCH AND ITS COMPONENTS ON A DAILY BASIS.  IF 
YOU DISCOVER A FAULT, NO MATTER HOW SMALL, REPLACE THEM. 

8. Turn the belt support to the side of the conveyor.  

5. Lift the conveyor extension by the handle. 
















































































