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Hakki Pilke  

Power Pack  

The power sourceõs 

  

ð Instructions for assembly, operation and maintenance  

ð EC Declaration of Conformity  

ð Safety instructions  

ð Guarantee terms  

 

 
 

 
 
 

 
MAASELÄN KONE OY 

Valimotie 1, FI-85800 Haapajärvi, Finland  

Tel. +358 (0)8 772 7300, Fax +358 (0)8 772 7320 
info@maaselankone.fi 

www.maaselankone.fi 
 

ENGLISH  

 

The operator must read and understand these 

instructions before operating the machine!  

mailto:info@maaselankone.fi
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1. 'ÅÎÅÒÁÌ ÉÎÆÏÒÍÁÔÉÏÎ 

1.1. Introduction  

The purpose of this manual is to ensure that the machine is used in the manner intended by 
the manufacturer, taking safety into consideration. Everyone operating the machine or 
working in close proximity to it must study this manual carefully. 
 
Additional information on Maaselän Kone Oy's products is available on our website at 
www.maaselankone.fi. 
Keep this manual in the immediate vicinity of the machine.  

1.2. Purpose of use 
 
The Hakki Pilke Power Pack is intended only for powering Hakki Pilke firewood processors. 
¢ƘŜ ƳŀŎƘƛƴŜΩǎ ƎǳŀǊŀƴǘŜŜ ƛǎ ǾƻƛŘ ƛŦ ǘƘŜ ƳŀŎƘƛƴŜ ƛǎ ǳǎŜŘ ǘƻ ǇƻǿŜǊ ŀƴȅ other device.  

1.3. Machine models and basic information  

Model Power Pack without 
an engine 

Power Pack with an engine 
(Vanguard 35 hp) 

Driving power  Petrol 

Weight 165 kg 260 kg 

Height/width/length when fully 
assembled 

95 cm/102 cm/91 cm 98 cm/102 cm/91 cm 

Height/width/length 
when assembled for transport  

95 cm/102 cm/131 
cm 

98 cm/102 cm/131 cm 

Max. rotational speed of the engine  3,600 rpm 

Max. rotational speed of the 
ƳǳƭǘƛǇƭƛŜǊ ƎŜŀǊΩǎ ǎƘŀŦǘ 

 500 rpm 

 
The machine's serial number, manufacturing date, weight and model are indicated on the 
ƳŀŎƘƛƴŜΩǎ ƎǊŜȅ ǘȅǇŜ ǇƭŀǘŜΦ  

1.4. Operating conditions  

¶ The temperature range within which the machine can be operated is -20 to +30°C. In 
the winter, the operator must ensure that there is no risk of slipping in the working 
area. 

¶ The working area must be level and clear of unnecessary items. No unauthorised 
persons are allowed to enter the working area. The machine may only be used in 
sufficient lighting conditions. 

¶ The machine may not be used indoors. 

1.5. Safety instructions  

¶ This machine is intended to be operated by only one operator. The danger zone is 10 
m from the machine. 

¶ Persons under 18 years of age may not operate the machine. 

¶ The operator must ensure that use of the device does not cause danger to others and 
that there are no unauthorised persons in the danger zone. 

http://www.maaselankone.fi/
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¶ The machine may not be operated while under the influence of alcohol or other drugs, 
or when tired. 

¶ The machine may not be operated unless the operator has familiarised themselves 
with this instruction manual. 

¶ The machine must be placed in the transport position whenever it is moved. 

¶ The operator is not permitted to modify the structure or operation of the machine or 
remove protective equipment. 

¶ The operator must wear ear protectors, sufficiently tight-fitting work clothing and 
gloves, protective goggles and safety footwear. 

¶ Before starting up the machine, the operator must ensure that the machine and its 
guards are intact. 

¶ When using the machine, the operator must ensure that the cardan shaft is 
undamaged and that the rpm range is chosen correctly, according to the firewood 
ǇǊƻŎŜǎǎƻǊΩǎ ǎǇŜŜŘΦ ¢ƘŜ ƳŀŎƘƛƴŜ Ƴǳǎǘ ŀƭǿŀȅǎ ōŜ ŎƻƴƴŜŎǘŜŘ ǘƻ ǘƘŜ ŦƛǊŜǿƻƻŘ ǇǊƻŎŜǎǎƻǊ 
during operation. 

¶ Before starting up the machine, the operator must ensure that all the control devices 
are functional. 

1.6. Noise and vibration  

 

1.7. Warning symbols  

 
wŜŀŘ ǘƘŜ ƳŀŎƘƛƴŜΩǎ Ƴŀƴǳŀƭ ōŜŦƻǊŜ 

operating the machine. 

  
Wear eye and ear 

protection. 

 
Wear safety footwear and 

work gloves. 

 
Do not wear any loose items of clothing. 

 
Only one person may 
operate the machine. 

 
Lifting point for a forklift. 
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The danger zone is 10 m from the 

machine. 

 
Beware of the cardan shaft. 

 
Danger zone 

  
Lubrication point 

 

 
The maximum speed for the 
multiplier gear is 500 rpm. 

 

 
The rotation direction is in the 

direction indicated by the 
arrow. 
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2. 2ÅÃÅÉÐÔ ÁÎÄ ÁÓÓÅÍÂÌÙ 

2.1. Delivery inspection  

 
5ƛǎǇƻǎŜ ƻŦ ǘƘŜ ƳŀŎƘƛƴŜΩǎ ǇŀŎƪŀƎƛƴƎ ƳŀǘŜǊƛŀƭǎ ƛƴ ŀƴ ŜƴǾƛǊƻƴƳŜƴǘŀƭƭȅ ŦǊƛŜƴŘƭȅ ƳŀƴƴŜǊΦ  
Check that the machine has not sustained any damage during transport, and ensure that all 
necessary parts are included in the package. In the event of any defects or damage, contact 
the retailer immediately. 
 
 

2.2. Lifting and moving the machine  
 

 
Figure 1. Lifting points of the machine 

 
 
Lift the device by the lifting points indicated in Figure 1 with a forklift. Note! Push the forklift 
spikes forwards until they reach the spot indicated with an arrow in Figure 1 to make sure that 
the machine stays on top of the spikes.  
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2.3. Preparing the machine for operation  

2.3.1.  Attaching the tow bar  

 

 
Figure 2.  

 
1. Remove the bolt and nut (B) in Figure 2 

(on both sides). 

 
Figure 3. 

 
2. Turn tow bar A into place 

and lock it there with nut and bolt B (on both sides), 
as shown in Figure 3. 

 

2.3.2. Attaching the front wheel  

 
 
 
 
 

1. Attach the front 
wheel system into 
place with the 
bolts in Figure 4 
(4 pcs), as shown 
in Figure 4.  

 
Figure 4. 
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3. #ÏÎÔÒÏÌ ÆÕÎÃÔÉÏÎÓ ÁÎÄ ÓÅÔÔÉÎÇ ÕÐ ÔÈÅ ÍÁÃÈÉÎÅ 

3.1. Connecting the machine to a firewood processor  

Before setting up the machine for operation and using it, ensure that the operating conditions 
detailed in Section 1.4 are met and review the safety instructions in Section 1.5.  
 

 
 
 
 
 

1. Remove cotter pin 
B and locking pin 
A (Figure 5). 

 
 

2. Lift tow bar C 
(Figure 5) 
upwards by 
approx. 20 cm and 
turn it to a 
horizontal 
position. 

 
 
 

3. Pull out pipe C to 
the desired length 
and lock it into 
place with locking 
pin A and cotter 
pin B. 

 
 
 

4. Attach pipe C to 
the firewood 
ǇǊƻŎŜǎǎƻǊΩǎ left 
lifting pin, as 
shown in Figure 6.  

 
 
 
 
 
 
 
 
 
 

 
Figure 5. 

 

 
Figure 6. 
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5. Connect the 
cardan shaft to 
ǘƘŜ ƳŀŎƘƛƴŜΩǎ 
splined shaft (B) 
and make sure 
ǘƘŀǘ ǘƘŜ ǎƘŀŦǘΩǎ 
lock locks into 
groove A (Figure 
7). 

 
 

6. If your firewood 
processor requires 
a control voltage 
of 12 V, connect 
the firewood 
ǇǊƻŎŜǎǎƻǊΩǎ ŎŀōƭŜ 
to socket C in 
Figure 7 (choose 
the socket that 
matches the cable 
type). 

 
 
 
 

7. Finally, rotate 
front  
wheel E high 
enough with crank 
D, so that the end 
of the machine 
rests fully on 
support legs F, as 
shown in Figure 8.  

 
Figure 7. 

 

 
Figure 8. 
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3.2. Activating the machine  

 
Figure 9. 

 
Figure 10. 

1. ¢ǳǊƴ ǘƘŜ ƳŀŎƘƛƴŜΩǎ Ƴŀƛƴ ǇƻǿŜǊ ǎǿƛǘŎƘ ǘƻ ǘƘŜ hb ǇƻǎƛǘƛƻƴΣ ŀǎ ǎƘƻǿƴ ƛƴ CƛƎǳǊŜ фΦ  
2. Make sure that lever A (Figure 10) is in the upper position, as shown in the figure. This 

will allow the V-belts of the power transmission to hang loose, making it easier for the 
machine to start up.  

 

 
Figure 11.  

3. Turn lever B to the MAX position and pulƭ ǘƘŜ ŎƘƻƪŜΩǎ ƭŜǾŜǊ / όCƛƎǳǊŜ ммύ ƻǳǘǿŀǊŘǎΦ 
4. Turn on the engine with ignition key D (Figure 11).  
5. !ŦǘŜǊ ǎǘŀǊǘƛƴƎ ǳǇ ǘƘŜ ƳŀŎƘƛƴŜΣ ǇǳǎƘ ǘƘŜ ŎƘƻƪŜΩǎ ƭŜǾŜǊ / ƛƴǿŀǊŘǎ ŀƴŘ ƭƻǿŜǊ ǘƘŜ 
ƳŀŎƘƛƴŜΩǎ Ǌƻǘŀǘƛƻƴŀƭ ǎǇŜŜŘ ǿƛǘƘ ƭŜǾŜǊ . όCƛƎǳǊŜ ммύΦ 

6. ¢Ŝƴǎƛƻƴ ǘƘŜ ƳŀŎƘƛƴŜΩǎ ±-belts by releasing lever A (Figure 10) to the lower position. 




















